
• AC, HWDC, FWDC, COIL AND THREADING BAR OPTIONS 
 

• PORTABLE- (760mm x 4600mm x 300mm) 
 

• OUTPUT- 0-1000 AMPS AC RMS,  17250 Ampere turns MF 
 

• INPUT- 220-240v 17Amps or 110v, 30Amps Models 50-60 Hz 
 

• HEADSTOCK GAP- up to 300mm (other sizes available) 
 

• METERING- CF 0-1500, MF 0-3 Amps Analogue or Digital 
 

• HEADSTOCK DIAMETER- 60mm diameter headstocks with 
replaceable gauze disks          ( order code typeU2) 

 

• CLAMPING- Manual Hand Clamp  
 

• COIL OPTION- 150mm Diameter 3 turn Copper Coil 
 

• WEIGHT- Approx 50Kg 
 

• MAINS LEAD- 2m with Footswitch and Footswitch Lead. (All 
sockets recessed to prevent damage during transit) 

 

• CALIBRATED Traceable Calibration with Certificate. 

 

 
 
 
 
 
 
 
 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

SBU 1000 MAGNETIC 
PARTICLE BENCH UNIT 

AC + MF 
SMALL MPI BENCH UNIT  

COIL, THREADING BAR, HWDC AND 
FWDC OPTIONS AVAILABLE 

Johnson and Allen Ltd, Neocol Wks, Smithfield, Sheffield, S3 7AR. 
Tel +44 (0)114 2738066 Fax +44 (0)114 2729842. 

e-mail info@johnsonandallen.co.uk 
www.johnsonandallen.co.uk 

 

 

 

 

Coil 
Accessories 

Mini Jig Accessories 
For Small Components 


